
 

 

     
   Declaration of Performance refer to CPR 305/2011 

The performance of the product(s) identified in points 2 and 3 is in conformity with the declared performance in 
point 12. This declaration of performance is issued under the sole responsibility of the manufacturer identified in 
point 5. Signed for and on behalf of the Manufacturer by 
 

Přibyslav, 08th of November 2021,version I 
 
Jaroslav Říčka, Competence Center Manager 
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   DoP Reference number ED/T1/2103 

   Product description ACO Qmax Neo 300 channel cast iron rail Type M 

   Product specification: (Numbers or  
      Specification of product) 157009, 157012 

   Intended use 
Drainage channel Type M for collection and conveyance of 
surface water from areas subject to pedestrian and/or vehicular 
traffic. 

   Manufacturer 
ACO Industries k.s. 
Havlíčkova 260 
582 22 Přibyslav 
Czech Republic 

   Authorised representative N/A 

   Assessment and verification of  
       constancy of performance System 3 

   Relevant harmonised standard EN 1433:2002 

   First year of CE marking 2019 

   Notified body 0824 MPI Nord, Großburgwedel, Germany 

   Type test report reference number 90266 

  Essential characteristics 

Characteristics Performance declared 
Load bearing capacity D400 

Water-Tightness No Leakage 

Durability NPD 

   Specific technical documentation  
       (article 37/38) 

- 

   Other information - 

 


