
S e p a r a t o r s

ACO Grease and light liquid separators

for below ground installation

The new rotomoulded tank system
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Separators

Nominal 
size

Nominal 
width

Volume  
sludge trap

Volume  
oil storage

Total 
capacity D H H1 H2 Weight

Article No.
[l] [l] [l] [mm] [mm] [mm] [mm] [kg]

NS 3 DN 100 450 240 775 110 1377 1020 1000 67 3903.80.00
NS 3 DN 100 670 240 995 110 1594 1230 1210 83 3913.80.00
NS 3 DN 100 950 240 1280 110 1865 1500 1480 84 3923.80.00
NS 6 DN 150 660 235 970 160 1594 1210 1190 91 3906.80.00
NS 6 DN 150 1210 235 1525 160 2129 1740 1720 101 3916.80.00
NS 10 DN 150 1080 260 1615 160 2129 1740 1720 105 3910.80.00

ACO Light liquid separator Oleopator P – Class I

Light liquid separator  
of polyethylene  
for below ground installation

  according to EN 858 
  certificate  
7310434-01 (NS 3) 
7310434-02 (NS 6) 
7310434-03 (NS 10)

  inlet and outlet connection according 
to outside diameter D depending on 
nominal size of separator

  inlet and outlet parts of polyethylene
  with integrated removable coalescing 
filter

  automatic closure device with float 
switch, density of float switch:  
0.9 g/cm3

Installation example shows ACO Oleopator P NS 3 

with a top section unit for load class B 125

Oleopator P – Order data

Accessories 
 sampling pots and extension elements, page 22 
 alarm device, page 22
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Separators

Top section load class D 400 – Order data

 load class D 400 according to EN 124
 frame from concrete, cover from cast iron
 clear opening Ø 600 mm
 cover loosely applied
 adapter plate from concrete Ø 1000 mm x 150 mm 
 raising tube from polyethylene
  selectively with load distribution plate from concrete  
Ø 1500 mm x 200 mm

Top section load class A 15 – Order data

 load class A 15 according to EN 124
 frame from concrete, cover from cast iron
 clear opening Ø 600 mm
 cover loosely applied
  raising tube from polyethylene 
(only included with top section  
3301.14.01 and 3301.14.02)

NS 3/300 NS 3/600 NS 3/900 NS 6/600 NS 6/1200 NS 10 Weight [kg] Article No.

T [mm] 
without load  

distribution plate
865–1980 865–1770 865–1500 885–1790 885–1860 885–1860 285 3301.17.00

T [mm] 
with load  

distribution plate
865–1980 865–1770 865–1500 885–1790 885–1860 885–1860 985 3301.16.00

Top section load class B 125 – Order data

 load class B 125 according to EN 124
 frame from concrete, cover from cast iron
 clear opening Ø 600 mm
 cover loosely applied
 adapter plate from concrete Ø 1000 mm x 150 mm 
  raising tube from polyethylene 
(only included with top section  
3301.15.01 and 3301.15.02)

NS 3/300 NS 3/600 NS 3/900 NS 6/600 NS 6/1200 NS 10 Weight [kg] Article No.

T  
[mm]

585 585 585 605 605 605 237 3301.15.00
885–1185 885–1185 885–1185 905–1205 905–1205 905–1205 262 3301.15.01
885–1980 885–1770 885–1500 905–1790 905–1860 905–1860 285 3301.15.02

NS 3/300 NS 3/600 NS 3/900 NS 6/600 NS 6/1200 NS 10 Weight [kg] Article No.

T  
[mm]

420 420 420 440 440 440 145 3301.14.00
730–1030 730–1030 730–1030 750–1050 750–1050 750–1050 170 3301.14.01
730–1990 730–1780 730–1510 750–1800 750–1870 750–1870 193 3301.14.02
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ACO Light liquid separator Oleopass P – Class I with bypass

Light liquid separator  
of polyethylene  
for below ground installation

  according to EN 858 
  certificate  
7310434-01 (NS 3) 
7310434-02 (NS 6) 
7310434-03 (NS 10)

  inlet and outlet connection according 
to outside diameter D depending on 
nominal size of separator

  inlet and outlet parts of polyethylene
  with integrated removable coalescing 
filter

  automatic closure device with float 
switch, density of float switch:  
0.9 g/cm3

  with bypass of polyethylene

Nominal 
size

Nominal 
width

Total 
flow rate

Volume  
sludge trap

Volume  
oil storage

Total 
capacity D H H1 H2 Weight

Article No.
[l/s] [l] [l] [l] [mm] [mm] [mm] [mm] [kg]

NS 3 DN 200 15 450 240 775 200 1377 1020 950 90 3903.81.00
NS 3 DN 200 15 670 240 995 200 1594 1230 1160 106 3913.81.00
NS 3 DN 200 15 950 240 1280 200 1865 1500 1430 107 3923.81.00
NS 6 DN 250 30 660 235 970 250 1594 1210 1140 114 3906.81.00
NS 6 DN 250 30 1210 235 1525 250 2129 1740 1670 124 3916.81.00
NS 10 DN 250 50 1080 260 1615 250 2129 1740 1670 130 3910.81.00

Installation example shows ACO Oleopass P NS 3 

with a top section unit for load class B 125

Oleopass P – Order data

Accessories 
 sampling pots and extension elements, page 22 
 alarm device, page 22
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Top section load class D 400 – Order data

 load class D 400 according to EN 124
 frame from concrete, cover from cast iron
 clear opening Ø 600 mm
 cover loosely applied
 adapter plate from concrete Ø 1000 mm x 150 mm 
 raising tube from polyethylene
  selectively with load distribution plate from concrete  
Ø 1500 mm x 200 mm

Top section load class A 15 – Order data

Top section load class B 125 – Order data

 load class A 15 according to EN 124
 frame from concrete, cover from cast iron
 clear opening Ø 600 mm
 cover loosely applied
  raising tube from polyethylene 
(only included with top section  
3301.14.01 and 3301.14.02)

 load class B 125 according to EN 124
 frame from concrete, cover from cast iron
 clear opening Ø 600 mm
 cover loosely applied
 adapter plate from concrete Ø 1000 mm x 150 mm 
  raising tube from polyethylene 
(only included with top section  
3301.15.01 and 3301.15.02)

NS 3/300 NS 3/600 NS 3/900 NS 6/600 NS 6/1200 NS 10 Weight [kg] Article No.

T  
[mm]

585 585 585 605 605 605 237 3301.15.00
885–1185 885–1185 885–1185 905–1205 905–1205 905–1205 262 3301.15.01
885–1980 885–1770 885–1500 905–1790 905–1860 905–1860 285 3301.15.02

NS 3/300 NS 3/600 NS 3/900 NS 6/600 NS 6/1200 NS 10 Weight [kg] Article No.

T  
[mm]

420 420 420 440 440 440 145 3301.14.00
730–1030 730–1030 730–1030 750–1050 750–1050 750–1050 170 3301.14.01
730–1990 730–1780 730–1510 750–1800 750–1870 750–1870 193 3301.14.02

NS 3/300 NS 3/600 NS 3/900 NS 6/600 NS 6/1200 NS 10 Weight [kg] Article No.

T [mm] 
without load  

distribution plate
865–1980 865–1770 865–1500 885–1790 885–1860 885–1860 285 3301.17.00

T [mm] 
with load  

distribution plate
865–1980 865–1770 865–1500 885–1790 885–1860 885–1860 985 3301.16.00
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Separators

Product description Model Article No.

Concrete supporting rings
for increasing inlet invert with  
Oleopator/Oleopass P light liquid  
separators load class B or D 
between cover plate and extension

ARV 625 x 60
ARV 625 x 80
ARV 625 x 100

8700.20.00
8700.20.10
8700.20.20

Sampling pot from polyethylene
diameter 450 mm
for below ground installations 
downstream light liquid separators, 
with cast iron/concrete cover for 
load class D odour proof

DN 100, with 160 mm gradient
DN 100, with 30 mm gradient
DN 150, with 160 mm gradient
DN 150, with 75 mm gradient

3300.13.10
3300.13.11
3300.13.20
3300.13.21

Extension element  
from polyethylene
for install aforementioned sampling 
shaft at a deeper position, 
extension height 100 to 650 mm, 
can be shortened at 45 mm inter-
vals by cutting at the cutting marks

3300.13.00

Sampling equipment
for grease separators/light liquid 
separators for below ground instal-
lation

Sampling equipment consisting of 
manual pump and suction coupling, 
connecting hose and suction  
coupling and bolt connection

Suitable for inlet invert maximum  
T = 3,000 mm

8800.00.10

Alarm device 
for light liquid separators, enables 
combined or separated control of 
oil, sludge and liquid level

electrical connection:
230 V/50–60 Hz, IP 67,  
cable connection: 5 m

oil, sludge and liquid level control
oil and liquid level control
oil control
liquid level control
sludge control

cable extensions:
3 cables, 1 m
2 cables, 1 m
1 cable, 1 m

6751.65.00
6751.65.01
6751.65.02
6751.65.03
6751.65.04

6752.00.00
6752.00.01
6752.00.02

Sealing ring
for ventilation connection

0150.34.32              

Accessories for ACO Light liquid separators Oleopator P/Oleopass P
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Planning and dimensioning separators – profit from ACO expertise

Dimensioning grease separators 
via the internet
Calculate nominal sizes of grease separa-
tors you require for your application on  
www.aco-haustechnik.de/catalogue 
Dimensioning is carried out pursuant to 
DIN EN 1825-2 regulations. Three dimensi-
oning variants are possible:

  kitchen appliances
  food portions
  slaughter units

After selecting the calculation method, 
input the requested data into the masks 
for further processing in compliance with 
the latest DIN EN 1825 regulations. The 
calculation sheet can then be printed out 
and filled in with project data, or there is a 
direct link to the selection assistant for 
product selection.

Online catalogue
Easy download of scale drawings and 
article descriptions with the Online cata-
logue on our website. Product selection 
made easy with the relevant selection cri-
teria. 

 selection assistant 
 easy keyword and article searches 
  article descriptions 
(TXT, Datanorm and GAEB) 

 scale drawings (DXF) 
  product visuals Installation and  
assembly instructions

www.aco-haustechnik.de/catalogue

Dimensioning grease separators




